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'Norml/(:ascade switch (pull to
operate) set on installation

Normal: Suitch ¢1 and Switch #2

operate {ndependent.

Cascade: Switch.#1 and Switch czk
are {nterconnected to .
operate in cascade mode.

Switch #2
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TYPICAL SYSTEM INTERCONNECTIONS

. Switch #2 Works

fn conjunction ' _Switch €1 works
with K2. ‘_j/in conjunction
o S _ with K1
o o o
- DC-5161

\\\;..{J" \ \"\\\\- “" ; Fuse (Top)
\ o
\\o\\ \\\\ (\\\'\\\ Jol's :\

Kl Odnnec.tnr'
(bottom) works
with Switch €1
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J5 - 24V 0C J_.

From i - To Perfpheral . Switched
Processor A—H Jg  J3 ' f1 .

From

K2 connector (bottom) works tdth?/- /:9 j} j\g\

Power Supply '
__Outlets

N B {
Switch |- ' .24V oC -
_#1 .. To Periphera‘l 4 Constant

Processor B —:_q . ?: 2
J2 J4 or Terminator

J1 J3 Console Switch DOWN:

® = Terminator

J1 {s connected to J3

J2 {s connected to J4

J1 J3 Console Switch UP:

O J1 {s connected to J4
J2 J4 ~ J2 s connected to J3















